
treated permeable bases.

end anchor is shown.

and skew of cross drains.
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CROSS DRAIN INTERCEPTOR AT STRUCTURE APPROACH

LONGITUDINAL SECTION

See Note 2

LONGITUDINAL SECTION

TERMINAL CROSS DRAIN INTERCEPTOR

LONGITUDINAL SECTION

INTERMEDIATE CROSS DRAIN INTERCEPTOR

LONGITUDINAL SECTION

CROSS DRAIN INTERCEPTOR AT END ANCHOR

Cross drain interceptors are for use with1.  

2.

The cross drain interceptor trench shall3.

4. 

6" Min

6"

6
"

6" Min

6
"

6
"

6
"

500’-0"–

4
5
^

See Standard Plan P30 for Pavement

slope to drain. See project plans for location

End Anchor details. A typical pavement

2’-0"

2’-0"

2’-0"

6"

Min

6"

6"

COUPLING

COUPLING

DIRECTION 
COUPLING

 TPM

ETW OR ES

CROSS DRAIN INTERCEPTOR

OF FLOW

DIRECTION OF FLOW

EDGE DRAIN (SLOTTED)

EDGE DRAIN OUTLET

PAY LIMIT

EDGE DRAIN OUTLET

PAY LIMIT

PLAN

INTERCEPTOR/EDGE DRAIN

OUTLET DETAILS

COMBINED CROSS DRAIN

3" PLASTIC PIPE (UNSLOTTED)

3" PLASTIC PIPE

3" PLASTIC PIPE (SLOTTED)

90^ SMOOTH CURVE R=30" Min

3" PLASTIC PIPE (UNSLOTTED)

OUTLET OR CLEANOUT

SEE NOTE 4

DIRECTION

TPM

ETW OR ES

SEE NOTE 4

CROSS DRAIN INTERCEPTOR
OUTLET OR CLEANOUT

DIRECTION OF FLOW

OF FLOW

EDGE DRAIN OUTLET

PAY LIMIT

EDGE DRAIN (SLOTTED)

PLAN

CONNECTION DETAILS

CROSS DRAIN INTERCEPTOR OUTLET

3" PLASTIC PIPE 

3" PLASTIC PIPE (SLOTTED)
3" PLASTIC PIPE (UNSLOTTED)

6" 1’-0"

CROSS DRAIN INTERCEPTOR TRENCH AT

 SEE NOTE 3

TRENCH
PROFILE GRADE > 4%

FILTER FABRIC

FILTER FABRICSTRUCTURE APPROACH
SLEEPER SLAB AND
DRAINAGE SYSTEM

(SLOTTED)

3" PLASTIC PIPE EDGE DRAIN
FILTER FABRIC

END OF TPB

PROFILE GRADE

BASE

PROFILE GRADE

END OF TPB

FILTER FABRIC

3" PLASTIC PIPE EDGE DRAIN (SLOTTED)

Exist AC OR Conc Pvmt

FILTER FABRIC

3" PLASTIC PIPE EDGE DRAIN (SLOTTED)

(AB, ACB, CTB, LCB, ETC.)

IMPERMEABLE TYPE BASE  

END OF TPB

PROFILE GRADE

Conc
HMA OR Conc Pvmt

CONSTRUCTION JOINT

TRANSVERSECONTRACTION JOINT

HMA OR Conc Pvmt

HMA OR Conc Pvmt

HMA OR Conc Pvmt
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